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IMAGE FORMING DEVICE, IMAGE
FORMING METHOD, AND
NON-TRANSITORY COMPUTER READABLE
MEDIUM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority under 35
USC 119 from Japanese Patent Application No. 2014-189064
filed Sep. 17, 2014.

BACKGROUND

(1) Technical Field

The present invention relates to an image forming device,
an image forming method, and a non-transitory computer
readable medium.

(ii) Related Art

In some cases, an image forming device may access all the
image forming devices included in a system to acquire infor-
mation concerning image data, display a list of pieces of
image data after the information has been acquired, and print
a piece of image data selected from the list by a user.

SUMMARY

According to an aspect of the invention, there is provided
an image forming device including an acquisition unit and a
display controller. The acquisition unit accesses multiple
storage devices each having image data stored therein. The
multiple storage devices have priorities. The acquisition unit
accesses the multiple storage devices in units of a certain
number of storage devices in order starting with a storage
device having a highest priority among the multiple storage
devices to acquire information concerning image data stored
in a certain number of storage devices, the number of which is
equal to the number of storage devices in each unit. The
display controller causes information concerning image data
acquired from a certain number of storage devices having a
first priority among the multiple storage devices, the number
of which is equal to the number of storage devices in each
unit, to be displayed on a display. In response to receipt of
instructions to continue acquisition, the display controller
causes information concerning image data acquired from a
certain number of storage devices having a second priority
next to the first priority among the multiple storage devices,
the number of which is equal to the number of storage devices
in each unit, to be displayed on the display.

BRIEF DESCRIPTION OF THE DRAWINGS

An exemplary embodiment of the present invention will be
described in detail based on the following figures, wherein:

FIG. 1 is a block diagram illustrating an image forming
system according to an exemplary embodiment of the present
invention;

FIG. 2 is a block diagram illustrating an image forming
device;

FIG. 3 is a block diagram illustrating a terminal device;

FIG. 4 illustrates an example of a device list;

FIG. 5 illustrates an example of storage history informa-
tion;

FIG. 6 illustrates an example of the numbers of storage
operations;

FIG. 7 depicts the numbers of storage operations;
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2

FIG. 8 illustrates an example of the numbers of storage
operations;

FIG. 9 illustrates an example of priorities based on the
numbers of storage operations;

FIG. 10 illustrates an example of acquisition history infor-
mation;

FIG. 11 depicts the numbers of acquisition operations;

FIG. 12 illustrates an example of the numbers of acquisi-
tion operations;

FIG. 13 illustrates an example of priorities based on the
numbers of acquisition operations;

FIG. 14 illustrates an example of the numbers of acquisi-
tion operations;

FIG. 15 illustrates an example of image data stored in
individual image forming devices;

FIG. 16 illustrates an example of priorities;

FIG. 17 is a flowchart illustrating an example of a process
according to a first example;

FIG. 18 illustrates an example of a screen of a display unit;

FIG. 19 illustrates an example of a screen of the display
unit;

FIG. 20 is a flowchart illustrating an example of a process
according to a second example;

FIG. 21 illustrates an example of a screen of a display unit;
and

FIG. 22 illustrates an example of a screen of the display
unit.

DETAILED DESCRIPTION

FIG. 1 illustrates an example of an image forming system
according to an exemplary embodiment of the present inven-
tion. The image forming system includes multiple image
forming devices (e.g., image forming devices 10A,10B, 10C,
and 10D). The image forming devices 10A, 10B, 10C, and
10D are hereinafter referred to as the “image forming devices
107, unless otherwise individually designated. The multiple
image forming devices 10 are connected to a communication
path N such as a network. A terminal device 40 is further
connected to the communication path N. In the example illus-
trated in FIG. 1, the image forming system includes four
image forming devices 10. This is merely an example, and it
is sufficient that the image forming system includes multiple,
other than four, image forming devices 10. Multiple terminal
devices 40 may be connected to the communication path N.

Each of the image forming devices 10 may be, for example,
an electrophotographic printer. The terminal device 40 has a
function of transmitting image data to the image forming
devices 10. The image forming devices 10 each have a func-
tion of storing image data transmitted from the terminal
device 40.

FIG. 2 illustrates a configuration of each of the image
forming devices 10. An image forming unit 12 forms an
image that is based on the image data on a recording medium
such as a sheet of paper. A communication unit 14 is a com-
munication interface to be connected to the communication
path N. The communication unit 14 has a function of receiv-
ing data from another device, and a function of transmitting
data to another device.

A storage unit 16 is a storage device such as a hard disk.
The storage unit 16 stores image data transmitted from the
terminal device 40, and authentication information for
authenticating a user. The image data is accompanied by
relevant information. The relevant information is, for
example, meta-information of the image data, and includes,
by way of example, image identification information (for
example, an image data ID) for identifying the image data,
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information indicating the creation date and time of the image
data, and user identification information (for example, a user
ID) for identifying a user who stored the image data. The
relevant information may also include information indicating
the capacity of the image data, information indicating the data
format of the image data, and so forth. The authentication
information includes, for example, user identification infor-
mation and personal identification number (PIN) informa-
tion. The PIN information is information for verifying the
identity of the user, examples of which include a password.

The storage unit 16 also stores a device list 18, history
information 20, and priority information 22. The device list
18 is information indicating all the image forming devices 10
included in the image forming system. The device list 18
includes device identification information for identifying
each of the image forming devices 10. The history informa-
tion 20 includes at least one of storage history information
and acquisition history information. The storage history
information is information indicating, for each user, a history
of storing image data in the associated one of the image
forming devices 10. The acquisition history information is
information indicating, for each user, a history of image form-
ing devices 10 from which image data has been acquired. The
priority information 22 is information indicating the priorities
of the image forming devices 10 accessed by an acquisition
unit 30 described below. The priorities are determined in
accordance with the history information 20 (the storage his-
tory information or the acquisition history information). The
priorities may also be determined by a user or an administra-
tor. The device list 18, the history information 20, and the
priority information 22 will be described in detail below.

A user interface (UI) unit 24 includes an operation unit and
adisplay unit. The operation unit is an input device such as an
operation panel. The display unit is a display device such as a
liquid crystal display. A card reading unit 26 has a function of
reading information stored in an authentication card (for
example, an integrated circuit (IC) card). The authentication
card has stored therein, for example, the user identification
information and the PIN information that are included in the
authentication information. The authentication card is passed
to a user in advance in order to authenticate the user. The user
identification information and the PIN information may be
input by using the operation unit.

A control unit 28 controls the operation of each unit of the
image forming device 10. For example, when image data and
user identification information are transmitted from the ter-
minal device 40, the control unit 28 stores the image data and
the user identification information in the storage unit 16 in
association with each other.

The control unit 28 includes an acquisition unit 30, a dis-
play control unit 32, and a history management unit 34. The
acquisition unit 30 refers to the device list 18, and accesses the
image forming devices 10 included in the device list 18. In
this exemplary embodiment, the acquisition unit 30 accesses
the image forming devices 10 in units of a certain number of
image forming devices 10 in order according to the priorities
indicated by the priority information, starting with the image
forming device 10 with the highest priority. The number of
image forming devices 10 in each unit may be one or more.
That is, the acquisition unit 30 may access the image forming
devices 10 one-by-one in order starting with the image form-
ing device 10 with the highest priority, or may access the
image forming devices 10 in units of several image forming
devices 10 in order starting with the image forming device 10
with the highest priority. The number of image forming
devices 10 in each unit may be changed as desired by an
administrator or a user. If the number of image forming

10

15

20

25

30

35

40

45

50

55

60

65

4

devices 10 in each unit is one, the image forming device 10 to
be accessed may be the associated image forming device 10.
The acquisition unit 30 acquires relevant information con-
cerning the image data from the image forming device 10 to
be accessed. For example, when user identification informa-
tion is input from the operation unit of the Ul unit 24 or from
the card reading unit 26, the acquisition unit 30 acquires
relevant information of the image data associated with the
user identification information from the image forming
device 10 to be accessed. The acquisition unit 30 has a func-
tion of acquiring designated image data from an image form-
ing device 10. If the image forming device 10 to be accessed
is the associated image forming device 10, the acquisition
unit 30 accesses the storage unit 16 of the associated image
forming device 10, and acquires relevant information and
image data.

The display control unit 32 has a function of causing vari-
ous information to be displayed on the display unit of the Ul
unit 24. In this exemplary embodiment, the display control
unit 32 causes relevant information acquired by the acquisi-
tion unit 30 to be displayed on the display unit. For example,
the display control unit 32 causes pieces of relevant informa-
tion to be displayed on the display unit side-by-side in accor-
dance with a predetermined display order. When a piece of
relevant information is selected by a user, the acquisition unit
30 acquires image data corresponding to the piece of relevant
information selected by the user from the image forming
device 10 in which the image data is stored. Then, the image
forming unit 12 forms an image that is based on the acquired
image data on a sheet of paper.

The history management unit 34 creates the history infor-
mation 20. That is, the history management unit 34 creates at
least one of the storage history information and the acquisi-
tion history information.

In a case where the storage history information is used as
the history information 20, the history management unit 34
manages, for each user, a history of storing image data in the
associated image forming device 10, and creates storage his-
tory information. The history management unit 34 refers to
the storage history information, and counts, for each user, the
number of storage operations of image data to the associated
image forming device 10. Then, the history management unit
34 determines the priorities of access to the image forming
devices 10 in accordance with the counted numbers of storage
operations, and creates priority information 22 indicating the
priorities of access. For example, a higher priority of access is
set to an image forming device 10 with a larger number of
storage operations. The reason for this is that it is anticipated
that an image forming device 10 with a larger number of
storage operations will be more likely to have stored therein
image data than an image forming device 10 with a compara-
tively smaller number of storage operations.

In a case where the acquisition history information is used
as the history information 20, the history management unit 34
manages, for each user, a history ofimage forming devices 10
from which image data has been acquired, and creates acqui-
sition history information. The history management unit 34
refers to the acquisition history information, and counts, for
each user, the number of times image data has been acquired
from each of the image forming devices 10. The history
management unit 34 determines the priorities of access to the
image forming devices 10 in accordance with the counted
numbers of times image data has been acquired, and creates
priority information 22 indicating the priorities of access. For
example, a higher priority of'access is set to an image forming
device 10 from which the number of times image data has
been acquired is larger. The reason for this is that it is antici-
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pated that an image forming device 10 from which the num-
ber of times image data has been acquired is larger will be
more likely to have stored therein image data than an image
forming device 10 from which the number of times image
data has been acquired is comparatively smaller.

Each of the image forming devices 10 may be a printer
designed to form an image using any method other than the
electrophotographic method. Each of the image forming
devices 10 may have at least one of the copying function, the
scanning function, and the facsimile function.

FIG. 3 illustrates a configuration of the terminal device 40.
A storage unit 42 is a storage device such as a hard disk. The
storage unit 42 stores storage location information 44. The
storage unit 42 also stores a printer driver. The printer driver
is a program having a function of controlling the image form-
ing devices 10. The storage location information 44 is infor-
mation indicating one of the image forming devices 10 in
which image data transmitted from the terminal device 40 is
to be stored. In the example of the image forming system
illustrated in FIG. 1, the storage location information 44 is
information indicating any one of the image forming devices
10A,10B,10C, and 10D. The storage location information 44
is, for example, device identification information of the image
forming device 10. In another example, the storage location
information 44 may be an Internet Protocol (IP) address
assigned to the image forming device 10. By way of example,
the storage location information 44 is device identification
information of the image forming device 10C. The storage
location information 44 may be changed by a user.

A communication unit 46 is a communication interface to
be connected to the communication path N. The communi-
cation unit 46 has a function of receiving data from another
device, and a function of transmitting data to another device.
For example, the communication unit 46 has a function of
transmitting image data designated by a user and its relevant
information to one of the image forming devices 10 indicated
by the storage location information 44.

An operation unit 48 is an input device such as a keyboard
and a mouse. A display unit 50 is a display device such as a
liquid crystal display. A control unit 52 controls the operation
of each unit of the terminal device 40.

Process Overview for Image Forming System

An overview of a process performed by the image forming
system will now be described. First, a user designates image
datato be stored, by using the operation unit 48 of the terminal
device 40, and gives instructions to store the image data. The
communication unit 46 transmits the image data designated
by the user and its relevant information to one of the image
forming devices 10 indicated by the storage location infor-
mation 44 under control of the control unit 52. By way of
example, the storage location information 44 indicates the
image forming device 10C. Thus, the image data and the
relevant information are transmitted to the image forming
device 10C.

The communication unit 14 of the image forming device
10C receives the image data and relevant information trans-
mitted from the terminal device 40. Then, the control unit 28
causes the received image data and relevant information to be
stored in the storage unit 16.

After giving instructions for storage, the user moves to one
of the image forming devices 10A, 10B, 10C, and 10D. For
example, the user may move to a desired one of the image
forming device 10 that they frequently use, or may move to
another of the image forming devices 10 if the desired image
forming device 10 is currently in use. Alternatively, the user
may move to one of the image forming devices 10 that is the
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nearest to them. Here, it is assumed that the user has moved to
the image forming device 10A illustrated in FIG. 1.

When the user inputs their user identification information
and PIN information to the image forming device 10A, the
acquisition unit 30 of the image forming device 10A refers to
the device list 18 and the priority information 22, and accesses
the image forming devices 10 included in the device list 18 in
order according to the priorities. Then, the acquisition unit 30
acquires relevant information of the image data associated
with the user identification information from the image form-
ing device 10 to be accessed. The display control unit 32 of the
image forming device 10A causes a list of pieces of relevant
information acquired by the acquisition unit 30 to be dis-
played on the display unit of the UI unit 24. When the user
selects image data from the list, the acquisition unit 30
acquires the selected image data from one of the image form-
ing devices 10 in which the selected image data is stored. For
example, if image data stored in the image forming device
10C has been selected, the acquisition unit 30 acquires the
selected image data from the image forming device 10C. The
image forming unit 12 forms an image that is based on the
image data on a sheet of paper.

As described above, each of the image forming devices 10
has a function of acquiring image data stored in another image
forming device 10 and forming an image. This may eliminate
the need for the user to store image data in an image forming
device 10 that actually performs printing. Once image data is
stored in one of the multiple image forming devices 10
included in the image forming system, the printing operation
is performed by one of the image forming devices 10.
Specific Example of Device List 18

Next, a specific example of the device list 18 will be
described with reference to FIG. 4. The device list 18 is stored
in the storage unit 16 in each of the image forming devices 10.

The device list 18 includes device identification informa-
tion of all the image forming devices 10 included in the image
forming system. For example, “Device A” represents device
identification information of the image forming device 10A.
“Device B” represents device identification information of
the image forming device 10B. “Device C” represents device
identification information of the image forming device 10C.
“Device D” represents device identification information of
the image forming device 10D. The device list 18 is created
by, for example, an administrator. If a new image forming
device 10 is connected to the communication path N, the
control unit 28 of each of the image forming devices 10 may
detect the newly connected image forming device 10. In this
case, the control unit 28 adds device identification informa-
tion of the newly connected image forming device 10 to the
device list 18.

Specific Example of Storage History Information

Next, a specific example of the storage history information
will be described with reference to FIG. 5. The storage history
information illustrated in FIG. 5 is storage history informa-
tion stored in the storage unit 16 of the image forming device
10A. The storage history information includes image identi-
fication information of image data stored in the image form-
ing device 10A, information indicating the date and time at
which the image data was stored in the image forming device
10A, and user identification information (e.g., a user ID) of a
user who stored the image data in the image forming device
10A. The image identification information, the date and time,
and the user ID are associated with one another. For example,
the user with the user ID “user001” stored image data D1 in
the image forming device 10A at 10:00 am on Jul. 14, 2014.
The storage history information is created by the history
management unit 34 of the image forming device 10A. When
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the image data and the relevant information are transmitted
from the terminal device 40 to the image forming device 10A
and are stored in the storage unit 16, the history management
unit 34 of the image forming device 10A manages a history of
storing the image data and the relevant information.

The storage unit 16 of each of the image forming device
10B to 10D also stores storage history information indicating,
in association with one another, image identification infor-
mation of image data stored in the corresponding one of the
image forming devices 10, information indicating the date
and time at which the image data was stored in the corre-
sponding one of the image forming devices 10, and user
identification information of a user who stored the image data
in the corresponding one of the image forming devices 10.
The storage history information on each of the image forming
devices 10 is created by the history management unit 34 of the
corresponding one of the image forming devices 10.

FIG. 6 illustrates the number of storage operations of
image data to the image forming device 10A. The number of
storage operations represents the number of times each user
has stored image data in the image forming device 10A. The
history management unit 34 of the image forming devices
10A refers to the storage history information illustrated in
FIG. 5, and counts the number of storage operations for each
user. For example, the number of storage operations “10” is
associated with the user ID “user001”. This means that the
user with the user ID “user001” has stored image data in the
image forming device 10A ten times. Further, the number of
storage operations “8” is associated with the user ID
“user002”. This means that the user with the user ID
“user002” has stored image data in the image forming device
10A eight times. The same applies to the other numbers of
storage operations. Information indicating the numbers of
storage operations is stored in the storage unit 16 of the image
forming device 10A. Also in each of the image forming
devices 10B to 10D, the number of storage operations is
counted for each user, and information indicating the num-
bers of storage operations is stored in the storage unit 16. In
the manner described above, the history management unit 34
of'each ofthe image forming devices 10 counts, for each user,
the number of storage operations of image data to the corre-
sponding one of the image forming devices 10.

The history management unit 34 may count the numbers of
storage operations performed by each user without creating
the storage history information illustrated in FIG. 5.

Information indicating the number of storage operations
for each of the image forming devices 10 by each user is
shared with the other image forming devices 10. For example,
the communication unit 14 of each of the image forming
devices 10 transmits information indicating the number of
storage operations for the corresponding one of the image
forming devices 10 by each user to the other image forming
devices 10. The history management unit 34 of each of the
image forming devices 10 creates information indicating the
number of storage operations for each of the image forming
devices 10 by each user. Specifically, the communication unit
14 of the image forming device 10A transmits information
indicating the number of storage operations for the image
forming device 10A by each user to the image forming
devices 10B to 10D. The image forming devices 10B to 10D
also perform a similar operation. The history management
unit 34 of the image forming device 10A creates information
indicating the number of storage operations for each of the
image forming devices 10A to 10D by each user. The image
forming devices 10B to 10D also perform a similar operation.
The history management unit 34 determines, for each user,
the priorities of access to the image forming devices 10 in
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accordance with the numbers of storage operations for the
image forming devices 10 by each user, and creates priority
information 22.

A specific example of the number of storage operations
will now be described with reference to FIG. 7 and FIG. 8. It
is assumed that image data has been transmitted from the
terminal device 40 to the image forming devices 10A to 10D
in the manner illustrated in FIG. 7. The user ID is “user001”.
In the illustrated example, the number of storage operations
of image data to the image forming device 10A is ten, the
number of storage operations of image data to the image
forming device 10B is eight, the number of storage operations
of'image data to the image forming device 10C is six, and the
number of storage operations of image data to the image
forming device 10D is four.

In this case, the numbers of storage operations performed
by the user with the user ID “user001” are counted by the
history management unit 34 of the image forming device
10A. Information indicating the number of storage operations
(“10”) is stored in the storage unit 16 of the image forming
device 10A in association with the user ID “user001”. The
image forming device 10B to 10D performs a similar opera-
tion. The number of storage operations (“8”) performed by
the user with the user ID “user001” is counted by the history
management unit 34 of the image forming device 10B, and
information indicating the number of storage operations (“8”)
is stored in the storage unit 16 of the image forming device
10B in association with the user ID “user001”. Further, the
number of storage operations (“6”) performed by the user
with the user ID “user001” is counted by the history manage-
ment unit 34 of the image forming device 10C, and informa-
tion indicating the number of storage operations (“6”) is
stored in the storage unit 16 of the image forming device 10C
in association with the user ID “user001”. Further, the num-
ber of storage operations (“4”) performed by the user with the
user ID “user001” is counted by the history management unit
34 of the image forming device 10D, and information indi-
cating the number of storage operations (“4”) is stored in the
storage unit 16 of the image forming device 10D in associa-
tion with the user ID “user001”".

FIG. 8 illustrates the numbers of storage operations for the
image forming devices 10A to 10D. The illustrated numbers
of storage operations represent the numbers of storage opera-
tions performed by the user with the user ID “user001”.
Individual number-of-storage-operation information 60A
indicates the number of storage operations for the image
forming device 10A. Individual number-of-storage-operation
information 60B indicates the number of storage operations
for the image forming device 10B. Individual number-of-
storage-operation information 60C indicates the number of
storage operations for the image forming device 10C. Indi-
vidual number-of-storage-operation information 60D indi-
cates the number of storage operations for the image forming
device 10D.

The individual number-of-storage-operation information
60A, the individual number-of-storage-operation informa-
tion 60B, the individual number-of-storage-operation infor-
mation 60C, and the individual number-of-storage-operation
information 60D are shared by the image forming devices
10A to 10D. For example, the communication unit 14 of the
image forming device 10A transmits the individual number-
of-storage-operation information 60A to the image forming
devices 10B to 10D. The communication unit 14 of the image
forming device 10B transmits the individual number-of-stor-
age-operation information 60B to the image forming devices
10A, 10C, and 10D. The communication unit 14 of the image
forming device 10C transmits the individual number-of-stor-
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age-operation information 60C to the image forming devices
10A,10B, and 10D. The communication unit 14 of the image
forming devices 10D transmits the individual number-of-
storage-operation information 60D to the image forming
devices 10A to 10C. The history management unit 34 of each
of the image forming devices 10A to 10D combines the
individual number-of-storage-operation information 60A,
the individual number-of-storage-operation information
60B, the individual number-of-storage-operation informa-
tion 60C, and the individual number-of-storage-operation
information 60D to create overall number-of-storage-opera-
tion information 62. The overall number-of-storage-opera-
tion information 62 indicates the numbers of times the user
with the user ID “user001” has stored image data in all the
image forming devices 10A to 10D. The overall number-of-
storage-operation information 62 is stored in the storage unit
16 of each of the image forming devices 10A to 10D. Overall
number-of-storage-operation information for the other users
is also created in a similar way to that for the overall number-
of-storage-operation information 62, and is stored in the stor-
ageunit 16 of each of the image forming devices 10A to 10D.
Accordingly, the storage unit 16 of each of the image forming
devices 10A to 10D stores the overall number-of-storage-
operation information for every user. One of the image form-
ing devices 10A to 10D may combine the individual number-
of-storage-operation information 60A, the individual
number-of-storage-operation information 60B, the indi-
vidual number-of-storage-operation information 60C, and
the individual number-of-storage-operation information 60D
to create overall number-of-storage-operation information
62, and may transmit the overall number-of-storage-opera-
tion information 62 to the other image forming devices 10.

The history management unit 34 determines the priorities
for the user with the user ID “user001” in accordance with the
overall number-of-storage-operation information 62. The pri-
ority information 22 is information indicating the priorities.

FIG. 9 illustrates priorities determined in accordance with
the numbers of storage operations. The priority information
22 illustrated in FIG. 9 is priority information for the user
with the user ID “user001”. For example, a higher priority is
set to an image forming device 10 with a larger number of
storage operations. In the example illustrated in FIG. 9, the
image forming device 10A has the highest priority, the image
forming device 10B has the second highest priority, the image
forming device 10C has the third highest priority, and the
image forming device 10D has the fourth highest priority. The
priorities described above are priorities for the user with the
user ID “use001”, and are used as common priorities of the
image forming devices 10A to 10D. When the user ID
“user001” is input to any of the image forming devices 10 to
acquire image data, the acquisition unit 30 accesses the image
forming devices 10 in order according to the priorities.

The numbers of storage operations for the image forming
devices 10A to 10D are also counted for the other users, and
priorities are determined in accordance with the numbers of
storage operations to create priority information. The priority
information for each user is stored in the storage unit 16 of
each of the image forming devices 10A to 10D.

The history management unit 34 of each of the image
forming devices 10 updates the storage history information
each time image data is stored, counts the number of storage
operations, and updates the priorities in accordance with the
result of counting.

Specific Example of Acquisition History Information

Next, a specific example of the acquisition history infor-
mation will be described with reference to FIG. 10. The
acquisition history information illustrated in F1G. 10 is acqui-
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sition history information stored in the storage unit 16 of the
image forming device 10A. The acquisition history informa-
tion includes device identification information of the image
forming devices 10A to 10D from which image data has been
acquired by the image forming device 10A, information indi-
cating the date and time at which the image data was acquired
by the image forming device 10A, and user identification
information (e.g., a user ID) of a user who has acquired image
data using the image forming device 10A. The device identi-
fication information, the date and time, and the user ID are
associated with one another. For example, using the image
forming device 10A, the user with the user ID “user001”
acquired image data from the image forming device 10B at
10:00 am on Jul. 14, 2014. The acquisition history informa-
tion is created by the history management unit 34 of the image
forming device 10A. When the image data is acquired by the
image forming devices 10A, the history management unit 34
of'the image forming device 10 A manages a history of acquir-
ing the image data.

The storage unit 16 of each of the image forming devices
10B to 10D also stores acquisition history information indi-
cating, in association with one another, device identification
information of an image forming device 10 from which image
data has been acquired by the corresponding one of the image
forming devices 10, information indicating the date and time
at which the image data was acquired by the corresponding
one of the image forming devices 10, and user identification
information of a user who has acquired the image data using
the corresponding one of the image forming devices 10. The
acquisition history information on each of the image forming
devices 10 is created by the history management unit 34 of the
corresponding one of the image forming devices 10.

A specific example of the number of acquisition operations
will now be described with reference to FIG. 11. It is assumed
that, for example, the image forming device 10A acquires
image data in the manner illustrated in FIG. 11. It is also
assumed that the user ID is “user001”. In the illustrated
example, the number of times image data has been acquired
from the image forming device 10A is four, the number of
times image data has been acquired from the image forming
device 10B is six, the number of times image data has been
acquired from the image forming device 10C is eight, and the
number of times image data has been acquired from the image
forming device 10D is ten.

In this case, the numbers of acquisition operations per-
formed by the user with the user ID “user001” are counted by
the history management unit 34 of the image forming device
10A. Information indicating the numbers of times image data
has been acquired from the image forming devices 10A to
10D is stored in the storage unit 16 of the image forming
device 10A in association with the user ID “user001”.

FIG. 12 illustrates the numbers of times image data has
been acquired by using the image forming device 10A. The
illustrated numbers of acquisition operations represent the
numbers of times image data has been acquired by the user
with the user ID “user001”. The history management unit 34
of the image forming devices 10A refers to the acquisition
history information illustrated in FIG. 10, and counts the
numbers of acquisition operations performed by each user.
For example, the device A is associated with the number of
acquisition operations “4”. This means that the image form-
ing device 10A has acquired image data from itself, or the
image forming device 10A, four times. The device B is asso-
ciated with the number of acquisition operations “6”. This
means that the image forming device 10A has acquired image
data from the image forming device 10B six times. The same
applies to the other numbers of acquisition operations. Infor-
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mation indicating the numbers of acquisition operations is
stored in the storage unit 16 of the image forming device 10A.
Information indicating the numbers of acquisition operations
for the other users is also stored in the storage unit 16 of the
image forming device 10A. Also in each of the image forming
devices 10B to 10D, the number of acquisition operations
performed by each user is counted, and information indicat-
ing the numbers of acquisition operations is stored in the
associated storage unit 16. In the manner described above, the
history management unit 34 of each of the image forming
devices 10 counts, for each user, the number of times image
data has been acquired by using the corresponding one of the
image forming devices 10.

The history management unit 34 may count the numbers of
acquisition operations performed by each user without creat-
ing the acquisition history information illustrated in FIG. 10.

The history management unit 34 determines the priorities
for each user in accordance with the numbers of acquisition
operations performed by each user. The priority information
22 is information indicating the priorities.

FIG. 13 illustrates priorities determined in accordance with
the numbers of acquisition operations. The priority informa-
tion 22 illustrated in FIG. 13 is priority information on the
image forming device 10A, and is priority information for the
user with the user ID “user001”. For example, a higher pri-
ority is setto an image forming device with a larger number of
acquisition operations. In the example illustrated in FIG. 13,
the image forming device 10D has the highest priority, the
image forming device 10C has the second highest priority, the
image forming device 10B has the third highest priority, and
the image forming device 10A has the fourth highest priority.
The priorities are priorities for the user with the user ID
“use001”, and are used as priorities dedicated to the image
forming device 10A. When the user ID “user001” is input to
the image forming device 10A to acquire image data, the
acquisition unit 30 of the image forming device 10A accesses
the image forming devices 10 in order according to the pri-
orities.

The numbers of acquisition operations from the image
forming devices 10A to 10D are also counted for the other
users, and priorities are determined in accordance with the
numbers of acquisition operations to create priority informa-
tion. The priority information for each user is stored in the
storage unit 16 of the image forming device 10A.

Each of the image forming devices 10B to 10D performs a
similar operation to that for the image forming device 10A. In
each of the image forming devices 10B to 10D, the number of
acquisition operations performed by each user is counted.
Then, priority information dedicated to each of the image
forming devices 10B to 10D is created for each user, and is
stored in the associated storage unit 16.

The number of acquisition operations performed by each
user using each ofthe image forming devices 10A to 10D may
be shared by the image forming devices 10A to 10D. This
process will be described with reference to FIG. 14. FIG. 14
illustrates the numbers of acquisition operations performed
by using the image forming devices 10A to 10D. The illus-
trated numbers of acquisition operations represent the num-
bers of acquisition operations performed by the user with the
user ID “user001”. Individual number-of-acquisition-opera-
tion information 70A indicates the number of acquisition
operations performed by using the image forming device
10A. Here, the number of acquisition operations indicated by
the individual number-of-acquisition-operation information
70A is the same as the number of acquisition operations
illustrated in FIG. 12. Individual number-of-acquisition-op-
eration information 70B indicates the number of acquisition
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operations performed by using the image forming device
10B. Individual number-of-acquisition-operation informa-
tion 70C indicates the number of acquisition operations per-
formed by using the image forming device 10C. Individual
number-of-acquisition-operation information 70D indicates
the number of acquisition operations performed by using the
image forming device 10D.

The individual number-of-acquisition-operation informa-
tion 70A, the individual number-of-acquisition-operation
information 70B, the individual number-of-acquisition-op-
eration information 70C, and the individual number-of-ac-
quisition-operation information 70D are shared by the image
forming devices 10A to 10D. For example, the communica-
tion unit 14 of the image forming device 10A transmits the
individual number-of-acquisition-operation information 70A
to the image forming devices 10B to 10D. The communica-
tion unit 14 of the image forming device 10B transmits the
individual number-of-acquisition-operation information 70B
to the image forming devices 10A, 10C, and 10D. The com-
munication unit 14 of the image forming device 10C trans-
mits the individual number-of-acquisition-operation infor-
mation 70C to the image forming devices 10A,10B,and 10D.
The communication unit 14 of the image forming device 10D
transmits the individual number-of-acquisition-operation
information 70D to the image forming devices 10A to 10C.
The history management unit 34 of each of the image forming
devices 10A to 10D combines the individual number-of-ac-
quisition-operation information 70A, the individual number-
of-acquisition-operation information 70B, the individual
number-of-acquisition-operation information 70C, and the
individual number-of-acquisition-operation information 70D
to create overall number-of-acquisition-operation informa-
tion 72. Specifically, the history management unit 34 calcu-
lates the sum of the numbers of acquisition operations per-
formed by using each of the image forming devices 10. The
overall number-of-acquisition-operation information 72 indi-
cates the total number (or the sum) of times image data has
been acquired from each of the image forming devices 10A to
10D by the user with the user ID “user001”. The overall
number-of-acquisition-operation information 72 is stored in
the storage unit 16 of each of the image forming devices 10A
to 10D. Overall number-of-acquisition-operation informa-
tion by the other users is also created in a similar way to that
for the overall number-of-acquisition-operation information
72, and is stored in the storage unit 16 of each of the image
forming devices 10A to 10D. Accordingly, the storage unit 16
of each of the image forming devices 10A to 10D stores
overall number-of-acquisition-operation information for
each user. One of the image forming devices 10A to 10D may
combine the individual number-of-acquisition-operation
information 70A, the individual number-of-acquisition-op-
eration information 70B, the individual number-of-acquisi-
tion-operation information 70C, and the individual number-
of-acquisition-operation information to 70D to create overall
number-of-acquisition-operation information 72, and may
transmit the overall number-of-acquisition-operation infor-
mation 72 to the other image forming devices 10.

The history management unit 34 determines the priorities
for the user with the user ID “user001” in accordance with the
overall number-of-acquisition-operation information 72. In
the example illustrated in FIG. 14, the total number of times
image data has been acquired from the image forming device
10A is 19, the total number of times image data has been
acquired from the image forming device 10B is 14, the total
number of times image data has been acquired from the image
forming device 10C is 21, and the total number of times image
data has been acquired from the image forming device 10D is
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27. Thus, the image forming device 10D has the highest
priority, the image forming device 10C has the second highest
priority, the image forming device 10A has the third highest
priority, and the image forming device 10B has the fourth
highest priority. The priorities determined in accordance with
the overall number-of-acquisition-operation information 72
are priorities for the user with the user ID “user001”, and are
used as priorities common to the image forming devices 10A
to 10D. When the user ID “user001” is input to any of the
image forming devices 10 to acquire image data, the acqui-
sition unit 30 accesses the image forming devices 10 in order
according to the priorities.

The same applies to the other users. Overall number-of-
acquisition-operation information is created for each user,
and priorities based on the overall number-of-acquisition-
operation information are determined for each user. Priority
information for each user is stored in the storage unit 16 of
each of the image forming devices 10A to 10D.

The history management unit 34 of each of the image
forming devices 10 updates the acquisition history informa-
tion each time image data is acquired, counts the number of
acquisition operations, and updates the priorities in accor-
dance with the result of counting.

In this exemplary embodiment, at least either of the num-
ber of acquisition operations and the number of storage
operations is counted. If both are counted, priorities may be
determined in accordance with the number of acquisition
operations or in accordance with the number of storage opera-
tions.

A process of the image forming devices 10 will now be
described with reference to a specific example thereof. Here,
it is assumed that image data has been transmitted from the
terminal device 40 to the image forming devices 10 and image
data has been stored in the image forming devices 10.

FIG. 15 illustrates a list of pieces of image data stored in
each of the image forming devices 10. For example, it is
assumed that the user who has transmitted the image data has
the user ID “user001”. It is also assumed that pieces of image
data D1 to D9 associated with the user ID “user001” have
been stored in the image forming devices 10. For example, the
image forming device 10A has stored therein the image data
D5. The image forming devices 10B has stored therein the
image data D6 and the image data D7. The image forming
device 10C has stored therein the image data D8 and the
image data D9. The image forming devices 10D have stored
therein the image data D1, the image data D2, the image data
D3, and the image data D4.

FIG. 16 illustrates a priority order. The priority order may
be based on information on the number of storage operations
or based on information on the number of acquisition opera-
tions. It is to be understood that the priority order may be
determined by a user. By way of example, the illustrated
priority order is determined on the basis of the use of the
image forming device 10A, and is a priority order for the user
with the user ID “user001”. When the user with the user ID
“user001” uses the image forming device 10A, the image
forming devices 10 are accessed in accordance with the pri-
ority order.

First Example

A first example will be described with reference to a flow-
chart illustrated in FIG. 17. Here, itis assumed that a user uses
the image forming device 10A to print image data. First, user
authentication is performed (S01). To that end, the user inputs
their user identification information and PIN information to
the image forming device 10A by using the operation unit of
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the Ul unit 24 or by using the card reading unit 26. When these
pieces of information are input, in the image forming device
10A, the control unit 28 checks the input user identification
information and PIN information against the user identifica-
tion information and PIN information included in the authen-
tication information stored in the storage unit 16. If both
pieces of information match, authentication is successful,
whereas, if both pieces of information do not match, authen-
tication has failed. If authentication has failed, the process
ends. If authentication is successful, the process proceeds to
step S02. The authentication process may be executed by an
authentication server. In this case, the authentication infor-
mation is stored in the authentication server. When user iden-
tification information and PIN information are input to the
image forming devices 10A, the input pieces of information
are transmitted to the authentication server. The authentica-
tion server performs an authentication process, and transmits
an authentication result to the image forming device 10A.

After authentication has succeeded, the user activates the
desired application (S02). Here, an application for printing
image data stored in the image forming devices 10A to 10D is
activated.

Then, the control unit 28 of the image forming device 10A
acquires the device list 18 stored in the storage unit 16 (S03).
The control unit 28 further acquires the priority information
22 stored in the storage unit 16 (S04). Here, it is assumed that
the priority information illustrated in FIG. 16 is acquired. The
control unit 28 determines the order of access in accordance
with the priorities indicated by the priority information (S05).
In the example illustrated in FIG. 16, the image forming
device 10D is in the first position, the image forming device
10A is in the second position, the image forming device 10B
is in the third position, and the image forming device 10C is
in the fourth position.

The acquisition unit 30 of the image forming devices 10A
accesses the image forming devices 10 in accordance with the
order of access (i.e., the order of priorities) under control of
the control unit 28, and acquires relevant information of
image data (S06). When the relevant information is acquired
by the acquisition unit 30, the display control unit 32 of the
image forming device 10A causes the acquired relevant infor-
mation to be displayed on the display unit of the UT unit 24
(S07). The acquisition unit 30 may acquire the relevant infor-
mation after the user has given instructions to acquire the
relevant information by using the operation unit of the UT unit
24.

The processing of steps S06 and S07 will be described with
reference to a specific example thereof. Since the image form-
ing device 10D is in the first position, the acquisition unit 30
of'the image forming device 10A accesses the image forming
device 10D. If the image forming device 10D has stored
therein image data associated with the user ID “user001”, the
acquisition unit 30 acquires relevant information of the image
data from the image forming device 10D (S06). In the
example illustrated in FIG. 15, since the image forming
device 10D has stored therein the image data D1 to D4, the
acquisition unit 30 of the image forming device 10A acquires
relevant information of each of the image data D1 to D4.
Then, the display control unit 32 of the image forming device
10A causes the relevant information of each of the image data
D1 to D4 to be displayed on the display unit of the UT unit 24
(S07). In the manner described above, upon search and acqui-
sition of relevant information, the display control unit 32
causes the relevant information to be displayed on the display
unit.

FIG. 18 illustrates an example display. Pieces of relevant
information of the image data D1 to D4 are displayed in list
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form (or as a list) on a screen 80 of the display unit. Specifi-
cally, the user 1D, the image identification information, and
the creation date and time are displayed. For example, the
display control unit 32 causes the pieces of relevant informa-
tion to be displayed on the display unit in chronological order
according to the creation date and time. In the example illus-
trated in FIG. 18, a piece of relevant information of image
data having a more recent creation date and time is displayed
closer to the top of the list on the screen 80, and information
having an older creation date and time is displayed closer to
the bottom of the list on the screen 80. Display order may be
reversed.

Atthis time, when the user uses the operation unit of the Ul
unit 24 to select the image data to be printed from the list of
pieces of relevant information displayed on the display unit
(809), the acquisition unit 30 of the image forming device
10A acquires the selected image data (S10). For example, if
the image data D1 is selected from the list illustrated in FIG.
18, the acquisition unit 30 accesses the image forming device
10D, and acquires the image data D1 from the image forming
device 10D. Then, when the user gives instructions for print-
ing, the image forming unit 12 of the image forming device
10A forms an image that is based on the image data D1 on a
sheet of paper (S11). For example, the screen 80 has a Print
button 82. By pressing the Print button 82, the user gives
instructions for printing. When the Print button 82 is pressed,
the acquisition unit 30 may acquire the image data D1, and
then the image forming unit 12 may form an image that is
based on the image data D1 on a sheet of paper.

Then, when the acquisition unit 30 accesses all the image
forming devices 10 (i.e., the image forming devices 10A to
10D) (YES in S08), the acquisition process of relevant infor-
mation is completed, and the process proceeds to step S09. In
this case, the processing of steps S09 to S11 described above
is performed.

If not all the image forming devices 10 have been accessed
(NO in S08), the acquisition process of relevant information
is not completed, and the process returns to step S06. In this
case, the acquisition unit 30 accesses the image forming
device 10 in the next position. In the example illustrated in
FIG. 16, the image forming device 10A is in the second
position. Thus, the acquisition unit 30 of the image forming
device 10A accesses the storage unit 16 of the image forming
device 10A. If the storage unit 16 has stored therein image
data associated with the user 1D “user001”, the acquisition
unit 30 acquires relevant information of the image data from
the storage unit 16 of the image forming device 10A (S06). In
the example illustrated in FIG. 15, the image forming device
10A has stored therein the image data D5. Thus, the acquisi-
tion unit 30 of the image forming device 10A acquires rel-
evant information of the image data D5. Then, the display
control unit 32 of the image forming device 10A causes the
relevant information of the image data D5 to be displayed on
the display unit of the UT unit 24 (S07).

The display control unit 32 updates the information being
displayed on the display unit each time new relevant infor-
mation is acquired. Specifically, the display control unit 32
combines the relevant information that has already been
acquired and the relevant information has newly been
acquired, and causes the combined information to be rear-
ranged in chronological order according to the creation date
and time of image data and to be displayed on the display unit.

FIG. 19 illustrates an example display after the update. On
the screen 80 of the display unit, the relevant information of
the image data D1 to D4, which have already been acquired,
and the relevant information of the image data D5, which has
been newly acquired, are displayed in list form. In this case,
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the pieces of relevant information of the image data D1 to DS
are displayed in chronological order according to the creation
date and time of image data. Here, it is assumed that the
creation date and time of the image data D5 lies between the
creation date and time of the image data D2 and the creation
date and time of the image data D3. In this case, as indicated
by reference numeral 84, the relevant information of the
image data D5, which has been acquired later, is displayed
between the relevant information of the image data D2 and the
relevant information of the image data D3. At this time, when
the user designates the image data to be printed, the acquisi-
tion unit 30 acquires the selected image data, and the image
forming unit 12 forms an image that is based on the image
data on a sheet of paper.

The pieces of relevant information may be displayed on the
display unit in the order in which the pieces of relevant infor-
mation were acquired by the acquisition unit 30, in the order
of'the names of the image data, or in the order of the storage
dates and times of the image data. Alternatively, the user may
change the order of arrangement of the pieces of relevant
information, as desired, by using the operation unit of the Ul
unit 24.

If not all the image forming devices 10 have been accessed
(NO in S08), the process returns to step S06. In this case, the
acquisition unit 30 accesses the image forming devices 10 in
accordance with the priorities. In the example illustrated in
FIG. 16, the acquisition unit 30 accesses the image forming
devices 10B and 10C in this order. Then, the display control
unit 32 updates the information being displayed on the dis-
play unit each time new relevant information is acquired.

If all the image forming devices 10 have been accessed
(YES in S08), the process proceeds to step S09, and the
processing of steps S09 to S11 described above is performed.

In the manner described above, in the first example, the
acquisition unit 30 accesses the image forming devices 10 in
order according to the priorities, and acquires relevant infor-
mation. Access to the image forming devices 10 in accor-
dance with the priorities results in access to the image form-
ing devices 10 in order starting with the image forming device
10 in which the image data is most likely to be stored. Accord-
ingly, relevant information may be acquired preferentially
from an image forming device 10 in which the image data is
relatively more likely to be stored. In addition, upon acquisi-
tion of relevant information, the display control unit 32 causes
the acquired relevant information to be displayed on the dis-
play unit to update the information being displayed on the
display unit. In the first example, accordingly, the relevant
information of the target image data (for example, the image
data to be printed) is acquired earlier than in the case where
relevant information is acquired through access to all the
image forming devices 10A to 10D and then the acquired
relevant information is displayed. That is, the time period
required from the activation of an application to the display of
the relevant information of the target image data, that is, the
waiting time period taken to display the relevant information,
may be reduced. For example, access to the image forming
devices 10 in accordance with the priorities for each user
allows relevant information of image data that the user may be
allowed to use to be acquired and displayed earlier. In the
following description, the process for acquiring relevant
information through access to all the image forming devices
10A to 10D and then displaying the acquired relevant infor-
mation is referred to as the “process according to the com-
parative example”.

For example, if priorities based on the numbers of storage
operations are used, an image forming device 10 in which the
number of times image data has been actually stored is large
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is accessed preferentially. Accordingly, an image forming
device 10 in which image data is relatively more likely to be
stored is accessed preferentially. Thus, the target image data
may be searched and relevant information of the image data
may be acquired and displayed earlier than in the process
according to the comparative example.

Ifpriorities based on the numbers of acquisition operations
are used, an image forming device 10 from which the number
of times image data has been actually acquired is large is
accessed preferentially. Accordingly, an image forming
device 10 in which image data is relatively more likely to be
stored is accessed preferentially. Thus, the target image data
may be searched and relevant information of the image data
may be acquired and displayed earlier than in the process
according to the comparative example.

Second Example

A second example will now be described. In the first
example described above, the image forming devices 10 are
automatically accessed in accordance with the priorities, and,
upon detection of new relevant information, the relevant
information is sequentially displayed on the display unit, and
the information being displayed on the display unit is auto-
matically updated. That is, acquisition of relevant informa-
tion and update of display are automatically performed. In
this case, as illustrated in FIG. 19, when new relevant infor-
mation is acquired, the new relevant information may be
displayed between multiple pieces of relevant information
that have already been acquired depending on the creation
date and time of the image data. As a result, the pieces of
relevant information that have already been acquired are reor-
dered. This may cause the following issues.

Consideration will be given to the case where, for example,
while relevant information acquired from the image forming
device 10D (e.g., the relevant information of the image data
D1 to D4) is being displayed in the manner illustrated in FIG.
18, a user is to select image data (for example, the image data
D2). In this case, relevant information may be acquired from
the image forming device 10A before the user selects the
image data, depending on the timing of the selection of the
image data and the timing of access to the image forming
device 10A having the next priority. In this case, the display
content is updated in the manner illustrated in FIG. 19, and the
display position of the image data D2 that the user is to select
is shifted down. Shifting the display position in this way may
make it difficult for the user to select the image data. For
example, in a case where the display unit of the Ul unit 24 is
formed of a touch panel, the position to be touched on the
touch panel will be shifted, resulting in an item being difficult
to select. If the update of display occurs immediately before
selection is made, image data which is not intended by the
user may be erroneously selected.

To address the foregoing issue, in the second example, the
acquisition of relevant information and the update of display
are performed in accordance with instructions from the user
instead of the acquisition of relevant information and the
update of display being automatically performed. A process
according to the second example will be described with ref-
erence to a flowchart illustrated in FIG. 20.

By way of example, it is assumed that the user uses the
image forming device 10A to print image data. The process-
ing of steps S20 to S25 is substantially the same as the pro-
cessing of steps S01 to S06 described above. First, user
authentication is performed (S20). If authentication has
failed, the process ends. If authentication is successtul, the
user activates the desired application (S21). Here, an appli-
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cation for printing image data stored in the image forming
devices 10A to 10D is activated. Then, the control unit 28 of
the image forming device 10A acquires the device list 18
(S22), and acquires the priority information 22 (S23). Here, it
is assumed that the priority information illustrated in FIG. 16
is acquired. The control unit 28 determines the order of access
in accordance with the priorities indicated by the priority
information (S24).

The acquisition unit 30 of the image forming devices 10A
accesses the image forming devices 10 in accordance with the
order of access (i.e., the order of priorities) under control of
the control unit 28, and acquires relevant information of
image data (S25). Since the image forming device 10D is in
the first position, the acquisition unit 30 of the image forming
device 10A accesses the image forming device 10D. If the
image forming device 10D has stored therein image data
associated with the user ID “user001”, the acquisition unit 30
acquires relevant information of the image data from the
image forming device 10D (S25). In the example illustrated in
FIG. 15, the image forming device 10D has stored therein the
image data D1 to D4, the acquisition unit 30 of the image
forming device 10A acquires relevant information of each of
the image data D1 to D4. If the acquisition process is not
completed (NO in S26), the processing of step S25 is
executed until relevant information of each of the image data
D1 to D4 has been acquired.

When the process for acquiring relevant information from
the image forming device 10D is completed (YES in S26), the
display control unit 32 causes the relevant information of
each of the image data D1 to D4 to be displayed on the display
unit of the UT unit 24 (S27). FIG. 21 illustrates an example
display. On the screen 80 of the display unit, the pieces of
relevant information of the image data D1 to D4 are displayed
in list form (or as a list). For example, the display control unit
32 causes the pieces of relevant information to be displayed
on the display unit in chronological order according to the
creation date and time. In the example illustrated in FIG. 21,
a piece of relevant information of image data having a more
recent creation date and time is displayed closer to the top of
the list on the screen 80, and information having an older
creation date and time is displayed closer to the bottom of the
list on the screen 80. Display order may be reversed.

At this time, when the user uses the operation unit of the Ul
unit 24 to select the image data to be printed (S29), the
acquisition unit 30 of the image forming device 10A acquires
the selected image data (S30), and the image forming unit 12
of'the image forming device 10 A forms an image that is based
on the acquired image data on a sheet of paper. For example,
by pressing the Print button 82, the user gives instructions for
printing.

In the second example, when instructions to continue the
acquisition of relevant information are given by a user, the
image forming device 10 in the next position is accessed. For
example, as illustrated in FIG. 21, the screen 80 has a button
(“Further Search” button) 86 to give instructions to continue
acquisition. When the button 86 is pressed, the acquisition
process of relevant information is continued.

If instructions to continue acquisition are not given by the
user (NO in S28), for example, if the button 86 is not pressed
by the user, the acquired list of pieces of relevant information
is displayed on the display unit, and the update of display does
not occur. For example, as illustrated in FIG. 21, the relevant
information acquired from the image forming device 10D
having the highest priority is continuously displayed on the
screen 80 of the display unit. When the user selects the image
data to be printed, the image data is acquired, and an image
that is based on the image data is formed on a sheet of paper.
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If instructions to continue acquisition are given by the user
(YES in S28), for example, if the button 86 is pressed by the
user, the process returns to step S25. The acquisition unit 30
of the image forming devices 10A accesses the image form-
ing device 10 in the next position. In the example illustrated in
FIG. 16, the image forming device 10A is in the second
position. Thus, the acquisition unit 30 of the image forming
device 10A accesses the storage unit 16 of the image forming
device 10A. If the storage unit 16 has stored therein image
data associated with the user 1D “user001”, the acquisition
unit 30 acquires relevant information of the image data from
the storage unit 16 of the image forming device 10A (S25). In
the example illustrated in FIG. 15, the image forming device
10A has stored therein the image data D5. Thus, the acquisi-
tion unit 30 of the image forming device 10A acquires rel-
evant information of the image data D5.

When the process for acquiring relevant information from
the storage unit 16 of the image forming device 10A is com-
pleted (YES in S26), the display control unit 32 causes the
relevant information of the image data D5 to be displayed on
the display unit of the UI unit 24 (S27). At this time, the
display control unit 32 combines the relevant information of
each of the image data D1 to D4, which have already been
acquired, and the relevant information of the image data D5,
which has newly been acquired, and causes the combined
information to be rearranged in chronological order accord-
ing to the creation date and time of image data and to be
displayed on the display unit. Accordingly, the information
being displayed on the display unit is updated.

FIG. 22 illustrates an example display after the update.
Similarly to the example illustrated in FIG. 19 (the first
example), as indicated by reference numeral 84, the relevant
information of the image data D5, which has been acquired
later, is displayed between the relevant information of the
image data D2 and the relevant information of the image data
D3. Atthis time, when the user designates the image datato be
printed, the acquisition unit 30 acquires the selected image
data, and the image forming unit 12 forms an image that is
based on the image data on a sheet of paper.

If instructions to continue acquisition are not given from
the user (NO in S28), the acquired list of pieces of relevant
information is displayed on the display unit, and the update of
display does not occur. For example, as illustrated in FIG. 22,
the relevant information acquired from the image forming
device 10D having the highest priority and the relevant infor-
mation acquired from the image forming device 10A having
the second highest priority are continuously displayed on the
screen 80 of the display unit.

If instructions to continue acquisition are given from the
user (YES in S28), for example, if the button 86 is pressed by
the user, the process returns to step S25. In this case, the
acquisition unit 30 of the image forming device 10A accesses
the image forming device 10 in the next position. In the
example illustrated in FIG. 16, the acquisition unit 30
accesses the image forming device 10B. When relevant infor-
mation is acquired from the image forming device 10B, the
information being displayed on the display unit is updated.

The subsequent operation is performed in a similar way.
When instructions to continue acquisition are given from the
user, new relevant information is acquired, and information
being displayed on the display unit is updated.

Similarly to the first example, the pieces of relevant infor-
mation may be displayed on the display unit in the order in
which the pieces of relevant information were acquired by the
acquisition unit 30, in the order of the names of the image
data, or in the order of the storage dates and times of the image
data. Alternatively, the user may change the order of arrange-
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ment of the pieces of relevant information, as desired, by
using the operation unit of the Ul unit 24.

In the second example, accordingly, when instructions to
continue acquisition are given from the user, new relevant
information is acquired, and the list of pieces of relevant
information being displayed on the display unit is updated.
That is, unless instructions to continue acquisition are given
from the user, the list of pieces of relevant information will
not be updated, and the pieces of relevant information will not
be reordered. This may prevent the occurrence of user’s unin-
tentional reordering.

In the second example described above, when instructions
to continue acquisition are given from the user, the acquisi-
tion unit 30 accesses the image forming devices 10 in accor-
dance with priorities and acquires relevant information. In
another example, the acquisition unit 30 may access the
image forming devices 10 in accordance with priorities and
acquire relevant information even if instructions to continue
acquisition are not given from the user. In this case, when
instructions to continue acquisition are given from the user,
the display control unit 32 combines the relevant information
that has already been acquired and the relevant information
that has newly been acquired, and causes the combined infor-
mation to be displayed on the display unit. That is, even if
instructions to continue acquisition are not given from the
user, the acquisition unit 30 executes the acquisition process
of relevant information in the background. At the time when
instructions to continue acquisition are given, the display
control unit 32 updates the list of pieces of relevant informa-
tion being displayed on the display unit. Also in this case, the
occurrence of user’s unintentional reordering may be pre-
vented.

In the first and second examples described above, the
acquisition unit 30 accesses the image forming devices 10
one-by-one. However, this is merely an example. The acqui-
sition unit 30 may access the image forming devices 10 in
units of several image forming devices 10 in accordance with
priorities. For example, in a case where the image forming
devices 10 are accessed in units of two, the acquisition unit 30
accesses the image forming device 10 having the highest
priority and the image forming device 10 having the second
highest priority, and acquires relevant information from the
two image forming devices 10. The display control unit 32
causes relevant information on the two image forming
devices 10 to be displayed on the display unit. Then, the
acquisition unit 30 accesses the image forming device 10
having the third highest priority and the image forming device
10 having the fourth highest priority, and acquires relevant
information from the two image forming devices 10. The
display control unit 32 combines the relevant information
acquired from the image forming devices 10 having the high-
est priority through the fourth highest priority, and causes the
combined relevant information to be displayed on the display
unit.

In a case where the acquisition unit 30 accesses another
image forming device 10, the access may not necessarily be
successful due to an error such as a timeout during commu-
nication. In this case, the priority of the image forming device
10 to which access has failed may be reduced. For example, in
a case where the acquisition unit 30 sends a data request to
another image forming device 10, if no response is returned
from the image forming device 10 after a predetermined
period of time has elapsed, the priority of the image forming
device 10 is reduced. The image forming device 10 is antici-
pated to have had a problem such as the power supply being
off, a communication failure having occurred, or being tem-
porarily disconnected from the communication path N. In this
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case, access to such an image forming device 10 will not
allow the user to acquire relevant information or image data.
Thus, the control unit 28 of each of the image forming devices
10 reduces the priority of an image forming device 10 to
which access has failed. For example, the priority may be
reduced by a single level, or may be reduced by multiple
levels.

In the exemplary embodiment described above, the acqui-
sition unit 30 first acquires relevant information, and then
acquires image data selected by a user. In another example,
the acquisition unit 30 may acquire image data without the
preceding acquisition of relevant information. In this case, the
display control unit 32 causes relevant information of the
acquired image data to be displayed on the display unit of the
UT unit 24. When the user selects image data, the image
forming unit 12 forms an image that is based on the selected
image data on a sheet of paper. In general, the amount of
image data is larger than the amount of data of relevant
information. Thus, the total time period required to transfer
data when relevant information is once acquired and then
image data is acquired in accordance with a user selection is
shorter than that when the image data itself’is acquired regard-
less of whether there is a user selection.

The priority information 22 may be stored in a server such
as an authentication server without being stored in each of the
image forming devices 10. In this case, the control unit 28
refers to the priority information 22 stored in the server to
determine the order of access, and the acquisition unit 30
accesses the image forming devices 10 in accordance with the
order.

Each of the image forming devices 10 described above is
implemented by, by way of example, using hardware
resources and software in cooperation with each other. Spe-
cifically, each of the image forming devices 10 includes a
processor such as a central processing unit (CPU) (not illus-
trated). The processor reads and executes a program stored in
a storage device (not illustrated) to implement the functions
of each unit of the image forming device 10. The program is
stored in the storage device via a storage medium such as a
compact disc (CD) or a digital versatile disc (DVD), or via a
communication path such as a network. Alternatively, each
unit of each of the image forming devices 10 may also be
implemented by hardware resources such as a processor and
an electronic circuit. In this implementation, a device such as
a memory may be used.

Further, the terminal device 40 described above is imple-
mented by, by way of example, using hardware resources and
software in cooperation with each other. Specifically, the
terminal device 40 includes a processor such as a CPU (not
illustrated). The processor reads and executes a program
stored in a storage device (not illustrated) to implement the
functions of each unit of the terminal device 40. The program
is stored in the storage device via a recording medium such as
a CD or a DVD, or via a communication path such as a
network. Alternatively, each unit of the terminal device 40
may be implemented by hardware resources such as a pro-
cessor and an electronic circuit. In this implementation, a
device such as a memory may be used.

The foregoing description of the exemplary embodiment of
the present invention has been provided for the purposes of
illustration and description. It is not intended to be exhaustive
or to limit the invention to the precise forms disclosed. Obvi-
ously, many modifications and variations will be apparent to
practitioners skilled in the art. The embodiment was chosen
and described in order to best explain the principles of the
invention and its practical applications, thereby enabling oth-
ers skilled in the art to understand the invention for various
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embodiments and with the various modifications as are suited
to the particular use contemplated. It is intended that the
scope of the invention be defined by the following claims and
their equivalents.
What is claimed is:
1. An image forming device comprising:
an acquisition unit that accesses a plurality of storage
devices each having image data stored therein, the plu-
rality of storage devices having priorities, the acquisi-
tion unit accessing the plurality of storage devices in
units of a certain number of storage devices in order
starting with a storage device having a highest priority
among the plurality of storage devices to acquire infor-
mation concerning image data stored in a certain number
of storage devices, the number of which is equal to the
number of storage devices in each unit; and
a display controller that causes information concerning
image data acquired from a certain number of storage
devices having a first priority among the plurality of
storage devices, the number of which is equal to the
number of storage devices in each unit, to be displayed
on a display, and that, in response to receipt of instruc-
tions to continue acquisition, causes information con-
cerning image data acquired from a certain number of
storage devices having a second priority next to the first
priority among the plurality of storage devices, the num-
ber of which is equal to the number of storage devices in
each unit, to be displayed on the display.
2. The image forming device according to claim 1, wherein
the display controller causes the information concerning
the image data acquired from the certain number of
storage devices having the first priority to be displayed
on the display side-by-side in a predetermined display
order, and
in response to receipt of the instructions to continue acqui-
sition, the display controller combines the information
concerning the image data acquired from the certain
number of storage devices having the first priority, and
the information concerning the image data acquired
from the certain number of storage devices having the
second priority, and causes the combined information to
be displayed on the display side-by-side in the display
order.
3. The image forming device according to claim 1, wherein
the acquisition unit accesses the certain number of storage
devices having the first priority to acquire information
concerning image data,
in response to receipt of the instructions to continue acqui-
sition, the acquisition unit accesses the certain number
of storage devices having the second priority to acquire
information concerning image data, and
each time the acquisition unit acquires image data, the
display controller causes information concerning the
acquired image data to be sequentially displayed on the
display.
4. The image forming device according to claim 2, wherein
the acquisition unit accesses the certain number of storage
devices having the first priority to acquire information
concerning image data,
in response to receipt of the instructions to continue acqui-
sition, the acquisition unit accesses the certain number
of storage devices having the second priority to acquire
information concerning image data, and
each time the acquisition unit acquires image data, the
display controller causes information concerning the
acquired image data to be sequentially displayed on the
display.
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5. The image forming device according to claim 1, wherein

the acquisition unit sequentially accesses the certain num-
ber of storage devices having the first priority and the
certain number of storage devices having the second
priority, in accordance with the priorities, to acquire
information concerning image data,

the display controller causes the information concerning

the image data acquired from the certain number of
storage devices having the first priority to be displayed
on the display, and

in response to receipt of the instructions to continue acqui-

sition, the display controller causes the information con-
cerning the image data acquired from the certain number
of storage devices having the second priority to be dis-
played on the display.

6. The image forming device according to claim 2, wherein

the acquisition unit sequentially accesses the certain num-

ber of storage devices having the first priority and the
certain number of storage devices having the second
priority, in accordance with the priorities, to acquire
information concerning image data,

the display controller causes the information concerning

the image data acquired from the certain number of
storage devices having the first priority to be displayed
on the display, and

in response to receipt of the instructions to continue acqui-

sition, the display controller causes the information con-
cerning the image data acquired from the certain number
of storage devices having the second priority to be dis-
played on the display.

7. The image forming device according to claim 1, wherein
a storage device from which the number of times image data
has been acquired is larger among the plurality of storage
devices has a higher priority.

8. The image forming device according to claim 1, wherein
a storage device in which the number of times image data has
been stored is larger among the plurality of storage devices
has a higher priority.

9. The image forming device according to claim 1, wherein
the acquisition unit accesses the plurality of storage devices in
accordance with the priorities, the priorities being specific to
each user.

10. The image forming device according to claim 2,
wherein the acquisition unit accesses the plurality of storage
devices in accordance with the priorities, the priorities being
specific to each user.

11. The image forming device according to claim 3,
wherein the acquisition unit accesses the plurality of storage
devices in accordance with the priorities, the priorities being
specific to each user.

12. The image forming device according to claim 4,
wherein the acquisition unit accesses the plurality of storage
devices in accordance with the priorities, the priorities being
specific to each user.

13. The image forming device according to claim 5,
wherein the acquisition unit accesses the plurality of storage
devices in accordance with the priorities, the priorities being
specific to each user.
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14. The image forming device according to claim 6,
wherein the acquisition unit accesses the plurality of storage
devices in accordance with the priorities, the priorities being
specific to each user.

15. The image forming device according to claim 1, further
comprising:

aunit that reduces a priority of a storage device to which the

acquisition unit has failed to have access among the
plurality of storage devices.

16. A non-transitory computer readable medium storing a
program causing a computer to execute a process, the process
comprising:

accessing a plurality of storage devices each having image

data stored therein, the plurality of storage devices hav-
ing priorities, the accessing including accessing the plu-
rality of storage devices in units of a certain number of
storage devices in order starting with a storage device
having a highest priority among the plurality of storage
devices to acquire information concerning image data
stored in a certain number of storage devices, the num-
ber of which is equal to the number of storage devices in
each unit; and

causing information concerning image data acquired from

acertain number of storage devices having a first priority
among the plurality of storage devices, the number of
which is equal to the number of storage devices in each
unit, to be displayed on a display, and, in response to
receipt of instructions to continue acquisition, causing
information concerning image data acquired from a cer-
tain number of storage devices having a second priority
next to the first priority among the plurality of storage
devices, the number of which is equal to the number of
storage devices in each unit, to be displayed on the
display.

17. An image forming method comprising:

accessing a plurality of storage devices each having image

data stored therein, the plurality of storage devices hav-
ing priorities, the accessing including accessing the plu-
rality of storage devices in units of a certain number of
storage devices in order starting with a storage device
having a highest priority among the plurality of storage
devices to acquire information concerning image data
stored in a certain number of storage devices, the num-
ber of which is equal to the number of storage devices in
each unit; and

causing information concerning image data acquired from

acertain number of storage devices having a first priority
among the plurality of storage devices, the number of
which is equal to the number of storage devices in each
unit, to be displayed on a display, and, in response to
receipt of instructions to continue acquisition, causing
information concerning image data acquired from a cer-
tain number of storage devices having a second priority
next to the first priority among the plurality of storage
devices, the number of which is equal to the number of
storage devices in each unit, to be displayed on the
display.



